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SAFETY INFORMATION: (Please retain for future reference) 
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Always disconnect power supply when servicing or cleaning. 
Clean only with a dry or slightly damp cloth. 
Do no use any abrasive cloths or cleaners on the painted surfaces of the fitting as this may damage the product . 

 
Do not exceed the maximum wattage and bulb type stated on the lamp holders 
The fitting is compatible with energy efficient LED lamps in their available maximum wattage or equivalent wattage.
The fitting is not suitable for dimming . 
Allow bulbs to cool before replacing them 

Before commencing assembly ensure the lamp is unplugged from the mains socket 
This is a Class 2 product and does not require an earth connection – 220 - 240 Volts – 50Hz AC. 
This fitting is suitable for installation in Indoor locations only . 
Do not mount the fitting in a damp atmosphere. 
Ensure sufficient access to the fitting to enable safe maintenance. 
Do not modify or alter any product before or after installation. This may Invalidate your warranty and may render the product un-safe. 
Do not drape or cover the lamp shade and light source with any flammable material . 
If the external flexible cable or cord of this luminaire is damaged it shall be exclusively replaced by the manufacturer or his service agent or simi-
lar qualified person in order to avoid a hazard. 
Follow Steps 1—6 for installation 

The luminaire has 2 x on/off switches ,these work independently of each other, meaning both light sources can be on at the same time, or just one
of either lights can be on as required. 

LAMP INFORMATION:

ADDITIONAL INFORMATION: 

 
AFTERCARE AND MAINTENANCE: 

Searchlight Electric.900 Oldham road. Manchester M40 2BS 


