
Ikuü Smart Zigbee Inline Switch With
Dimmer

SISWD01

Key Features:

Zigbee 3.0 compliant

Trailing edge dimmer suits most of dimmable LED lights

Requires neutral

LED indicators: Blue for On, white for Pairing

Terminals fit up to 2 x 1.5mm² building cables

Gloss white, UV resistant material does not turn yellow

Pair via circuit switch or pairing button

Compliance Standards AS/NZS 4268, AS/NZS 60669.1,
AS/NZS 60669.2.1, CISPR 15

Connectivity Zigbee

Contact Material [Single Line
Text Field] 

Brass

Ip Rating IP20

Light LED

Material Polycarbonate

Model SISWD01

Operating Load Incandescent (Halogen)

Protocol 802.15.4

Requirements Mercator Ikuü Zigbee hub

Standby Wattage <0.05W

Terminal Size [Single Line Text
Field] 

4mm² (can fit up to 1 x 2.5mm²
wires per terminal)

Volt 250V

Warranty 3 years

Wireless Frequency 2.4GHz

 www.mercator.com.au ✉ salesorders@mercator.com.au  AU: 1300 552 255  NZ: 0800 003 329

https://mercator.com.au/products/ikuu-smart-zigbee-inline-switch-with-dimmer-retrofittable?variant=47658980901138
https://mercator.com.au/products/ikuu-smart-zigbee-inline-switch-with-dimmer-retrofittable?variant=47658980901138
https://mercator.com.au/products/ikuu-smart-zigbee-inline-switch-with-dimmer-retrofittable?variant=47658980901138
https://mercator.com.au/products/ikuu-smart-zigbee-inline-switch-with-dimmer-retrofittable?variant=47658980901138

